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ABSTRACT 


A new method of correction signal damping for direct- 
drive stable platforms was suggested by Lees. The method uses 
the correction signal voltage from the integrating gyro, differenti- 
ates the signal in a high-speed, second-order servomechanism, 
and adds the differentiated signal to the servo loop of the stable 


platform for damping. 


In order to verify the theory an analog computer study was 
performed on such a system. In addition, a damping servomecha- 
nism was constructed and installed to damp an existing direct- 
drive stable platform. This investigation presents the results of 
testing the stable platform with damping servomechanism and 
compares these results to those results obtained from the analog 
computer study. Correlation between the results was observed, 
and the new method of correction signal damping was successful 


for the direct-drive stable platform tested. 
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ОВЈЕСТ 


The object of this investigation is to test experimentally 
a new method of correction signal damping applicable to stable 


platforms. 


11 





CHAPTER 1 


INTRODUC TION 


One of the major problems associated with the design and 
operation of stable platforms is to obtain effective damping without 
introducing into the system additional interferences, due to the 
motion of the vehicle in which the stable platform is carried, and 


thereby increasing the tracking error of the system. 


The purpose of this investigation is to demonstrate a new 
method of correction signal damping of direct-drive stable platforms 
that provides effective damping, introduces no interferences into 
the system due to base motion, allows the system to track to its 
maximum capability, and requires only electrical connection to 


the stable platform, 


The basic principle of this method of damping is to 
differentiate the correction signal from the gyroscope in a high- 
speed, closed-loop servomechaniasm, apart from the stable 
element, and introduce the differentiated signal as a damping 
Signal into the stable platform servo drive. ‘The idea is credited 


to Lees. 


This method of damping is tested in theory and then 


employed in damping and existing direct-drive stable platform. 


13 





CHAPTER 2 


PRESENTATION OF THE THEORY 


There are many methods of damping servomechanisms in 
common use. Some of these methods use the output and its first 
or second time derivative in a feedback loop. Others modify the 
correction signal or the feedback signal. However, in the damping 
of stable platforms, none of these methods achieve optimum results, 
To illustrate this fact some of the operating principles of stable 


platforms are discussed, * 


In the construction of a single-axis stable platform an 
integrating gyro unit is mounted on the stable platform such that 
the input axis is aligned with the axis of rotation of the controlled 
member, If the servo drive system, which drives the controlled 
member in response to the correction signal from the gyro, tracks 
perfectly, the controlled member is effectively locked to the 
inertial space reference of the gyroscope. Fig. 2-l is a functional 
diagram of such a system. Stable platforms are required to track 
with high precision, to be small and light, and to remain 
independent of the motion of the vehicle in which they are carried 


over a period of time. 


For high precision it is desirable to eliminate the gear 


š è ° | : Р 1 аз 
irain with its uncertainties from the servo drive system. 0) 


* Ref. 1 and 2.discuss stable platforms in detail. 


** Numbers in parenthesis refer to numbered references in the 
bibliography. 
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ΑΠ -(επιῇ Ξ angular velocity of control member relative to an inertial space orientation 
for which the gyro unit voltage output has its null level 

A ((са)- (ст) = angular velocity of the control member relative to the case 

А (са)-(сту) = angle of control member relative to the case 
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ΑΠ - (сај) = angular velocity of the case relative to an inertial space orientation for 
which the gyro output voltage has its null level 

IA = input axis of the stable element, i.e., the (igu) 


Fig. 2-1 A direct-drive single-axis stable platform 
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Furthermore, the motor damping torque and torque due to viscous 


friction in the bearings and slip rings, 
Ма) Γ ES tm) Fev Я С (ст) (5р) * ет“ 1-са) 


is multiplied by the gear train ratio squared when transmitted 
through a gear train to the controlled member. The first term of 
this expression provides useful damping for the system; the other 
term is an interference to the system due to base motion. The 
error due to this interference has been greatly enlarged by the 
use of a gear train. Itis, therefore, advantageous to employ a 


direct-drive servo system. (1) 


The performance equation for a direct drive stable platform 
is derived in Equation Summary (1)*, From equation (3) it is 
evident that there is no inherent damping in a direct-drive system, 
if the small contribution of the motor damping torque and viscous 


friction are neglected, 


The measurable outputs of the stable platform which may 


be used in a damping system are, the angle of the controlled 


[(ca)-(em)] ' 


velocity of the controlled member with respect to the case 


member with respect to the case, A the angular 


A (ca)- (em) and the correct signal voltage, (Sg) (c) A (- (стаў 


Tachometer damping is frequently used to damp stable 
platforms. The performance equation for a stable platform with 
tachometer damping appears in Equation Summary 2, equation (4). 


Fig. A-3 shows a typical tachometer damping system. 


The tachometer, attached to the controlled member directly, 
or through a gear train, generates a voltage proportional to the 
angular velocity of the controlled member with respect to the case 
A [(ca)- tem)] . This voltage is fed back through the system to 


provide a damping torque on the controlled member. 


The important feature of this damping method 1s that, 


*Equations appear in Appendix A. 
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although damping is achieved, an interference input proportional 


to the angular velocity of the case with respect to inertial space, 


> (sp) (Ам pA 1-(са) , 1S introduced into the system. 


If the system is a direct-drive stable platform, the 
sensitivity of the tachometer must be high to achieve adequate 
damping. If the stable platform is carried 1n a high-speed 


maneuvering craft,A 1- (са) may be large. 


The interference torque introduced into the system by use 
of tachometer damping may be very large. In addition, the 
tachometer must be attached physically to the controlled member 


within the inertial package. 


The advantages of tachometer damping are that such a 
system is relatively easy and cheap to construct and that the 
damping ratio is easily controlled by adjusting the tachometer 


sensitivity. 


Another method of damping commonly used to damp stable 
platforms is lead modifier damping'*!. The performance equation 
for a stable platform with lead modifier damping appears in 
Equation Summary 3, equation (3). Fig. A-5 shows a lead modifier 


damped stable platform, 


A lead modifier circuit such as described in Fig. A-4 is 
inserted in the forward path of the system. The effect of the lead 
modifier on the system may be discussed in view of its low, 


intermediate, and high frequency characteristics”). 


At low frequency the performance equation may be 


approximated by equation (7), Equation Summary 3. 


The residual damping appearing 1n the equations arise 
principally from the motor damping torque and viscous friction 


which, in the absence of a gear train, are very small. 


The damping ratio achieved at low frequency is the residual 
damping ratio multiplied by the characteristic time ratio, Vig 


Vid is generally determined by the damping ratio desired at 





intermediate frequencies, A аш 10 will provide approximately, 


° (ps) 


low frequency. The low frequency stifiness has been attenuated 


= .7, at intermediate frequency but only light damping at 


by the same factor, Vig Typical step function responses fora 
lead modifier damped positional servomechanism with high 


frequency stiffness held constant are shown in Fig, 2-2. 


At intermediate frequencies the system can be made to 
operate like a well-damped, second-order system. Equation (8), 


Equation Summary 3. 


At high forcing frequency equation (9) shows that only 


residual damping is present. 


The system will be very lightly damped at low and high 


forcing frequency. 


In a high gain system at low frequency, the amplitude of 
the response leads to saturation of the torque-motor windings and 
resultant unstable operation. At low frequency use of lead 
modifier damping requires either higher loop gain or results ina 
larger error at low frequency. A lag circuit may be added in 
order to increase the low-frequency stiffness. However, if the 
low-frequency stiffness is held constant, a loss of stiffness at high 
frequency makes the system sensitive to sudden changes in 
interference torques, No damping is provided by the addition of 


the lag network. 


Use of the lead modifier in an a. c. loop will necessitate 
the insertion of a demodulator - remodulator section to provide a 
d.c. path for the lead network. A smoothing network must be 
added to suppress high frequency noise, passed by the lead modifier, 


causing saturation of the drive amplifier, 


Lees proposed a new method of correction signal damping 
that has none of the disadvantages of conventional damping schemes 


when applied to a stable platform. 


In this new method, the correction signal voltage from the 
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Positional servomechanism damping ratio Cos) 


gyro is differentiated in a small, high-speed, dipectcobiue G c yo 
mechanism and then sent back to the stable platform servo-drive 


system as a velocity damping signal. 


Derivation Summary 1 is a development of the performance 
equations for a direct-drive, single-axis, stable-platform damped 
with a second-order servomechanism as shown functionally in 
Fig. A-6. Equations (12) and (13) are two forms of the final 
equations with | (tk) = 0. Equation (19) shows the input to the 


system if i is not zero. Equation (ll) shows the nature of the 


damping ы? on the controlled member of the stable platform. 
No terms appear in the equations that are proportional to 

the angular motion of the case with respect to inertial space, 

^ п - Es as a result of the damping signal so the system is 

truly space dam. ed, The magnitude of the damping torque 1s easily 

controlled by adjusting the sensitivity of the damper-tachometer- 

amplifier. Another obvious feature is that the damping system 


requires only electrical connection with the main servo-drive. 


The system is more easily discussed when viewed in 
parametric form as in equation (18) of Derivation Summary l(c). 


Equation (18) is reduced to its characteristic form. 








DI 'р 
ыз оры Ee: +1 
Y 'p 2 (ds) p I 
| — + а 


Pas) а) 


The parameters that will cause a departure from standard second- 
order behavior of the system are the damping servo undamped 


natural frequency - stable platform undamped natural frequency 


(Sp) 


ratio, (B stable platform damping ratio (6 ), and the damping 


(ds)? 
servo damping ratio, (£ 


(ds)! 


The damping signal, (See equation (9)), should 


e 
(dta) 
ideally be proportional to the time-rate-of-change of the correction 


signal voltage, (КС) А 1- (ста) , in magnitudo, and lead the 
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correction signal voltage in phase by 90 degrees. Any non- 
linearities or phase lags in the damping servo will cause a 
departure from the ideal situation. The stable platform behavior 
will be influenced by this departure from the ideal 1n direct 
oroportion to the magnitude of the damping signal, that is to say, 


the magnitude of the damping ratio, (s , called for. If the phase 


of the damping signal is correct, or m. so, the non-linearity 

of the differentiation will only cause a variation of the damping 
гапо, 6 EO A marked lag in the phase of the damping signal from 
the ideal will, however, introduce a forcing signal into the system 


leading to instability. 


The obvious way to insure that the damping signal is of 
good quality is to set Bids) so high that no appreciable lag in the 
damping servo can be detected at forcing frequencies for which 
the stable platform response is elastic. Even if the damping servo 
response 1s oscillatory,the stable platform will not respond to the 


high frequency oscillations. 


It was estimated that good damping of the stable platform 


(sp) ’ could be obtained 
with a combination of В (ds) = 10 and any value of damping ratio for 


through a wide range of damping ratios, б 


the damping servo, С ds) ° for which the damping servo was stable 
up to, and including £ ds) 71.0. This can be seen graphically in 
Fig. 2-3 and 2-4 if the second-order responses shown are viewed 


as deviations of the damping signal from the ideal. 


For a given Bids) it is seen from Fig. 2-3 and 2-4 that an 
increase in the damping ratio of the damping servo, б (ds) ' will 
result in increased phase deviation of the damping signal, е (аға) 
from the ideal. It would seem at first glance that the best signal 
could be obtained by setting, б (ds) ' very low. The only bar to 
this proceedure is that oscillations of the damping servo although 
filtered by the stable platform torque motor may tend to saturate 


the power drive amplifier at high stable platform damping ratios, 
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The expected performance is now summarized. If the 
second-order approximation of the stable platform is valid, the 
system should behave as a well-damped second-order system for 
P tds) 510 and for a wide range of damping ratios of the stable 
platform, š sp) and for the damping Serve, Pasir For Pas) « 10 
the system should behave properly at low damping ratios of the 
stable platform and over a wide range of damping ratios for the 
damping servo, but show oscillatory transient responses for 
combinations of high damping ratio for the stable platform and low 
damping ratio for the damping servo, It is expected that best 
overall performance will occur when the damping servo transient 
response is non-oscillatory (Slds) 2.7), В d 10, and the damping 
ratio of the stable platform is set at approximately е (ор) C MN 

Another feature of this particular damping system that is 
rather striking is pointed up by the performance equations. From 


equation (16) of Derivation Summary 1 (c) is proportional to 


6 
МЕ 
the undamped natural frequency (о, ) of the stable platform. 


В (5р) 
Provided a P ds) +10 is attainable, a particular damping servo 
unit may be used on many different systems, the low frequency 
systems requiring the highest damper-tachometer-amplifier gain 


for a specified damping ratio. 


One feature that may or may not be desirable is shown in 
equation (19) of Derivation Suramary 1 (c). The equation shows 
that the system adds a signal proportional to the time derivative 
of the inputtothe system, This will result ın very radia response 
but may also cause some oScillation in the system. This 
derivative input has the second order lag of the damping servo 
associated with it,and so there may be some combinations of 


р , and 
P(dsy "(spy 294 Eds) 
without oscillation. If oscillations in the transient response occur 


that will give exiremely rapid responses 


due to the derivative input, they would be expected at low damping 


ratios for the damping servo, © and high damping ratio for 


(45) 
the stable platform, е (ср): 





CHAPTER 3 


ANALOG COMPUTER ANALYSIS OF BASIC THEORY 


Analysis of the performance equations of Derivation 
Summary 1l indicates that the performance of a direct-drive,single- 
axis stable platform can be approximated by the performance of 


a second-order positional servomechanism. 


In order to test the damping theory outlined in Chapter 2, 
the performance equation of a second-order positional servo- 
mechanism, damped by another second-order positional servo- 
mechanism was set up on an analog computer. The performance 
equation of the resulting system appears as equation (4) of 


Equation Summary (4). Fig. 2-7 shows the analog computers set up, 


A survey of the transient response of the system was made 
using a step function as the input. The variables for this survey 
were the damping ratio of the main servo loop, S (ps) ; the damping 
ratio of the damping servo loop, S (ds) ; and the ratio of the 
undamped-natural -frequency of the damping servo loop to the 
undamped-natural-frequency of the main Servo loop, Blas) . The 
output was displayed on an oscillograph and photographed. 

The results of the survey appear in Fig. 5-1, 5-3, 5-5, 
9-7, 5-9, 


The analog computer solutions indicated that the proposed 
method oí damping could be used to damp an actual stable 


platform. 


21 





CHAPTER 4 


THE STABLE PLATFORM AND TESTING PROCEDURE 


A high-speed, second-order, closed-loop servomechanism 
was assembled and installed to damp a single-axis, direct-drive, 
stable platform in being at the Instrumentation Laboratory of 
Massachusetts Institute of Technology. See Fig.A-€. The stable 
platform was designed to test the 201G, 10%, integrating gyros 
developed at that facility. A description of the components of the 


system appears in Appendix B. 


The original design incorporated a lead modifier network for 
damping in the forward loop. This system had all of the 
characteristics ascribed to lead modifier damping. The tracking 
precision required, made it necessary to set the stiffness so high 
that saturation of the torque-motor windings occurred outside an 


extremely narrow notch. 


A small step torque on the controlled member would cause 
oscillations of table, saturating the torque motor windings and 


causing unstable operation. 


Attempts were made to obtain transient response and 
frequency response data for comparison with responses using the 
damping servomechanism, However, this effort was abandoned 


because no stable responses could be obtained. 


Due to the high static stiffness requirement of the system. 
the lead modifier characteristic time ratio was limited to 4.5 


which is not optimum for lead modifier damping. 


The only change made to the system before installing the 


damping servomechanism was the removal of the lead modifier 


network. 


The damping servomechanism was manufactured from 
parts available at the laboratory. A Fisher, 50 watt amplifier 
with matching preamplifier; à Kearfott, R 800 IA-A, motor 
generator, an ultra low torque potentiometer, and a demodulator- 


amplifier made up the major components of the system. 


The stiffness of the stable platform was set to given an 


undamped natural frequency, o - 10 rad/sec. The value was 


(sp) 
measured by recording the transient response of the system at a 


low damping ratio. The ш was intentionally set lower than 


n 
(Sp) 
normal in order to obtain the same range of frequency ratio, Ваз) 


that were used in the analog computer survey. 


In order to obtain the transient response of the system, 
the gyro was torqued by a current to the torque generator to 
cancel the effect of earth rate and gyro drift. The gyro measuring 
reference was thus shifted from inertial space to an earth reference, 
The step functioninput was generated by displacing the platform 
manually, and suddenly releasing it. The angular position of the 
platform with respect to case about the input axis of the gyro was 


recorded as the output of the system. 


The gain control on the damping servo amplifier was cali- 


brated to read w . This was done by recording the step response 
(ds) 
of the damping servo at a low damping ratio. The damping ratio of 


the damping servo, Sids Was determined from step responses for 
various settings of the tachometer-potentiometer, and the dial 
calibrated. The gain control of the demodulator-amplifier was 


(sp) Y 
observing the transient response of the stable platform at a 


calibrated for damping ratio of the stable platform, 6 


B (ds) - 15. From the computer results 1t was considered that 
Bids) = 15 was well above the Bas) required for satisfactory 


damping. 


The transient response of the system was recorded ona 


30 


oanborn Recorder as the output voltage of the microsyn signal 


generator on the controlled member of the stable platform. 


The transient responses appear in Fig. 5-2, 5-4, 5-6, 
5-8, 5-10. 


Although it was impossible to record data to be presented 
in this report duc lo the limited angular range of the signal generator 
on the controlled member, large torques were applied to the table 
by means of a signal to the gyro torque generator causing rotation 
of the table. Repeated, rapid reversals of the signal direction, 
at the highest rate obtainable, approximately five radians per 


second, were made and the table remained positively damped. 





CHAPTER 5 


COMPARISON OF THE ANALOG COMPUTER SOLUTIONS 
AND THE RESPONSES OF THE STABLE PLATFORM 


A comparison of the transient responses for the analog 
computer solution and the actual stable platform with damping 
servomechanism shows good correlation for all values of the 
damping ratio of the stable platform, b (spy The transient re- 
sponses appear in Figs. 5-1 to 5-10. 

From the Tables 5-1 and 5-2 a comparison of the predicted 
and actual values for percent overshoot indicate that the actual 
stable platform had three or four times the overshoot of the com- 


puter system for S (sp) ΠΠ =,7. However, at 6 


1.0 and b (sp) = 2.0 there is much better agreement. It ia m 
believed that the discrepancy in per cent overshoot at the lower 
values of (sp) was due to the fact that the damping was not set 
high enough to produce the characteristic transient response for 
these damping ratios. It is evident from the responses at 
successively higher damping ratios, 7 sp) that the overshoot can 
be set to any desired value by changing £ (spy 

A comparison of response times show good agreement for 
the lower values of > (sp) However, at higher values of C (sp) 
the predicted response times are longer than the actual response 
times. This apparent discrepancy can be explained by the fact 
that it was difficult to determine the point of tangency of the rise 
of the response to the final steady-state value from the oscillo- 
graph pictures. 

Comparison of the overshoot-undershoot ratio for the pre- 
dicted and actual responses show excellent agreement except in 


the fringe areas where the responses become more oscillatory 
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Fig. 9-| Predicted transient response of stable platform with damping servomechonism 


for a damping ratio of the stable plotform , ζ (5) 5 0.2 
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Fig.9-4 Actual transient response of stable platform with damping servomechanism 
for a damping ratio of the stable platform , b (sp)* 05 
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Fig. 5-6 Actual transient response of stable platform with damping servomechanism 
for a damping ratio of the stable platform, б(зр)з 07 
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Ра 5-7 Predicted transient response of stable platform with damping servomechanism 


for a damping ratio of the stable platform , Cap): Ι.Ο 
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Actual transient response of stoble platform with damping servomechanism 
for a domping ratio of the stoble platform, С(вр): 10 
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Predicted transient response af stable platfarm with damping servomechonism 


for a damping ratio of the stable platform, ζ (50) 5 2.0 
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Fig 9-10 Actual transient response of stable platform with damping servomechonism 


for a damping ratio of the stoble plotform, 
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Сір) 20 


UVNDAMPED NATURAL FREQUENCY OF DAMPING SERVOMECHANISM 
UWDAMPED NATURAL T"REOUYNCY OF STABLE PLATFORM 


Damping Ratio of Stable Platform [ Ў (зру = ‚5 


5 (ав) = .2 b (dà) = ,3 S (ds) * .5 5 (їв) = 7 Slds) _ 
Pred, Actual Pred. Actual Pred, Actual Pred. Actual Pred, Actual 


Unsatisfactory Response —. ы 





Теђје 1, Comverison between predicte and actual step function resnonse for 
various velues of В (an)? ζ (em and £ (ав) for the correction 
signal damoed stable olatform. The velues of actual response 
were taken from Senborn recorder tape to the nearest 10% and pre- 
dicted response was reed from the original photographs of the 


analogue comouter solution. 
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Response Time (n) l 1 for Actual Data 


T (во) Қа) E 
(n) i (во) 
(sp) 


Numher of Overshoots 


Number of Undershonts 


Table I (cont'd.) 
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EXVOMECFANISM z Blas) 


UNDAMPED NATURAL FREQUENCY ^F STABLE PLATFORM 


UNDAMPED NATURAL FREQUENCY OF DAMPINC SE! 


Damping Ratio of Stable Platform [ b (so)! = 1.0 
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Comparison between predicted and actual step function response for 
various values of B (ав)! С (вр)" end bc ae) for the correction 
signal damped stable platform. The values of actual response 

were taken from Sanborn recorder tape to the neerest 10$ nnd pre- 
dicted response was read from the originsl nhotneraphs of the 


enslomıe comouter solution. 
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Table II (cont'd.) 


47 


Ч | 
2/2 
25 

U 30 |U 
1/2 

U 


| 






wi 


° ^) 
WwW Oo 
p a 


and border on being unsatisfactory. 


In some areas, particularly in the £ = 2.0 region pre- 


(Sp) 
dicted responses, that were considered to be unsatisfactory, were 
included to demonstrate the two oscillatory modes of the systern. 


At the same values of C (sp the higher mode is 


у Са) 474 Pras) | 
not present in the response of the actual system. It is believed 
that actual system in this overdamped condition is too sluggish 
to follow the small oscillations. 

Evidence that the two operating modes do exist in the actual 
system can be seen by examining the responses at 6 С 7 and 
1. 0 for b (spy 2.0. The amplitude of the higher mode oscillation 
has been increased to a magnitude that visible in the response. 

The two systems were tested under slightly different condi- 
tions. Due to thedifficulty in introducing a step input to the 
system by means of the torque generator of the gyro, it was 
determined that the sharpest input occurred when the controlled 
member was displaced by hand and then released. This method 
essentially introduced an initial angle of the controlled member 
with the input zero. 

In the instance of the analog computer arrangement a step 
input to the system was used. This method caused the system 
to receive an initial kick from the frequency dependent term 
operating on the input. Equation Summary 4, equation (5). 

This difference probably accounts for the faster rise times of 
the predicted responses. It is believed that the difference in 
testing procedure did not materially effect the responses and that 
they are comparable. Both the analog computer solutions and 
the responses of the stable platform substantiate the behavior 


predicted from the theory. 


CHAPTER 6 


CONCLUSIONS AND RECOMMENDATIONS 


The use of the damping servomechanism to provide damping 
for direct-drive stable platforms was demonstrated to be highly 
successful. Satisfactory damping was obtained for a wide range 
of frequency ratios, and damping ratios of the damping servo and 
the stable platform. 

For adequate damping over the whole range of damping ratios 
of the stable platform, the ratio of the undamped natural frequency 
of the damping servo to the undamped natural frequency of the 
stable platform must be at least nine. However, for damping 


ratios of б = 1,0 or less a frequency ratio of six is 


(sp) 
adequate. 

The frequency ratio, Bias) available in the stable platform 
tested was limited due to the stiffness obtainable for the damping 
servo loop. It was evident that much higher frequency ratios 
could be obtained by better construction and phasing in the damp- 
ing servomechanism. Using this method of damping, the stiff- 
ness of the stable platform may be increased as high as desired. 
The damping ratio of the stable platform will increase as the 
undamped natural frequency of the stable platform is increased. 
Ample damping will be available so long as the stiffness of the 
damping servomechanism can be increased to maintain the re- 
quired frequency ratio, Bids) 

The stable platform loop used in the experiment contained a 
demodulator and a remodulator section which were necessary in 


order use ad.c. lead network for damping. However, with the 


damping servomechanism the system may be made entirely a.c., 
resulting in a much simpler system. The damping servomechanism 
may be adopted to an all d.c. network by the addition of a 
demodulator on the tachometer output voltage as was done 1n the 


system tested. 


The damping servomechanism has many advantages over 
other methods of damping. The damping servomechanism 
introduces no interferences due to base motion into the system. 
The damping servomechanism requires only electrical connection 
with the stable platform and need not be included in the inertial 
package. The damping servomechanism filters out all noise 
present in the correction signal of frequencies above the undamped 


natural frequency of the damping servomechanism. 


It is recommended that further experimentation be done to 
determine, from the practical point of view, the upper limit of 
the undamped natural frequency of a damping servomechanism 
of this type. A more thorough analysis of the performance 
equations of the system is indicated to determine accurately the 


relationship between the variables ¢ апа В 


(ds) "(ер)" (ав) 314 


their effect on the performance of the system. 
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APPENDIX A 
DERIVATION OF THE PERFORMANCE EQUA TIONS FOR THE 


STABLE PLATFORM 


Equation Summary 1. 


Performance equation for a direct-drive single-axis 
stable platform employing a single degree of freedom floated 


integrating gyro. Fig. A-2 is a functional diagram of the system. 


(а E К E (sp) Semi] : 
ЛЕТ шер ово ЖТ 


- M. le Ки XC pA 
{ΠΤ} στα] Sam АМ ор — | r (ca) 


| (РБ здае] PF acs) le;i| (sp) а [муе к) * (A-1) 


A [1-(cm)| = angular displacement of the controlled member 
- with respect to the inertial space orientation for 
which the gyro output signal has its null level. 
ст) - moment of inertia of the controlled member 


about the input axis. This includes the torque 


motor rotor, the platform, and the gyro unit. 


*Adapted from equation (A-1) of equation summary (1) of reference 
l. The notation adopted is selfdefining in accordance with the 
generalized conventions given by Draper, McKay,and Lees in 
reference 5 Vol. 1. 
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mE У SINGLE- AXIS STABLE PLATFORM - — — — — 
| ;M (inttr) (cm) | 





ATT 


| aa а | 


iC i ash ο == 
Α [1 -(ca)] 

и) = input current to torque generator on the output axis of the gyro unit 

Af ста) = angular displacement of the controlled member with respect to the 
inertial spa:-¢ ¢ viontation for which the gyro output signal has its 
null level 

(БЕСА (e my * (g) corrections  1al voltage 

Царев) = output current of drive power control system 

М (ат) = output torque of torque motor 

M Gntfr)(cm) = interference torque on the controlled member 

А | -(сај = angular displacement of the case with respect to the inertial space 


Orientation for which the gyro output signal has its null level, 


Fig. A-2- Functional diagram for a single-axis direct-drive 
stable platform employing a single degree of freedom integration 
gyro unit 
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S angular velocity input-torque output sensitivity 


(tm) ES 
= (Sp) magnitude of stable platform drive motor,1.e., 


motor damping. 


У (ста) - coefficient of viscous damping acting on the 
cp controlled member. 
S (£m) - current input- torque output static sensitivity 
Ў, of stable platform drive motor. 


ΕΕ (dpcs) [| у voltage input - current output performance 


) function of the stable platform drive power 


control system =S,. е (КТ) ү 
(apes)[esa| (dpcs) 


“(арса еі voltage input - current output reference 
(sp) sensitivity of the stable platform drive power 


control system. 


(FF) 


— 
^ 
. 


(pes) le 


- voltage input-current output frequency function 
ЕН of the stable platform drive power control 
system. When frequency > 0, 


(FF) pcs) an, - 1. 


p^ без) Асе i ση) A;e (FF) igu) A;e 
angle input-voltage output performance 


function of the gyro unit. 


ΚΠ А: - angle input-voltage output sensitivity of the 


gyro unit, 


(FF) isu) Ае - angle input-voltage output frequency function 
of the gyro unit, When frequency > 0, 
(EE) igu) Aje 7 7 


M intfr) - interference torque acting on the controlled 
ο. member about the input axis. 
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το (igu)[i;e] 


> (igu)lise] 


EN isla 


5 | = (ca) 


current inpui-voltage output performance 
function of the gyro unit 


5 аи ђе FF liguy ise 
current input-voltage output sensitivity of the 


gyro unit. 


current input-voltage output frequency function 
of the gyro unit. When frequency > 0 


ЕЕ gu) ie 5 


angular displacement of the case to which the 
stable platform drive motor stator 1s attached 
relative to the inertial reference orientation 
for which the gyro output signal has its null 


level. 


a) Performance equation of a direct-drive single-axis stable 


platform employing an integratirg gyro unit if the forcing frequency 


is low enough to consider the frequency dependent functions 


associated with the integrating gyro and the drive power control 


system equal to unity. 


| 2 
С n КЕШІП i CM . 


0 


\ 


Е м Μη P (dpcs)fe.i) а Э (іва) pie 5 1-(стау| 


-M, HIS P πο Α 
Gntfr) (c m) ЕЕЕ стој Б ї-са) 


(сш) Б S sp)|À;M] aa p+ 


Ir: Be e me S и | 
(iguili)”(apes)fesil ар (туым) (sp) (kl 


(A-2) 


(sp) [AM 


- 


ШЫ 


| вове ера, * P(spy [Aim] ires 4 “каў” Sema 


(A-3) 


S S = angular velocity 


input-torque output sensitivity of the stable 
platform servo drıve loop resulting from 
motor damping and viscous frictions on the 


controlled member. 


S = angle input- 


S он. = 5 
(зм (sp) (4P°S) fe 5] (sp) Geu) fa e] (SP) [A-M 
torque output sensitivity of the stable platform 


servo drive loop. 


D. 2219 Э = 5 | - current 
Genie] (Pes) (spy lia (sp) (9? E 
input-torque output sensitivity of the stable 


platform servo drive loop, 


b) Parametric form of performance equation for a direct-drive 
single-axis stable platform employing an integrating gyro unit 


with gyro frequency functions equal to unity. 









/ p? ? b(sp)(res) 
v 2 3 o Da ^lr- tem] (sp) [MA] βατ E 
n (sp) (Sp) % 
πο A A +5 ] A-4 
(sp) EE 1- (са) Р) ра] “У Que. 
(sp) [A; M] 
We ο πω арга the natural undamped circular frequency 
Ch u) of the stable platform servo drive loop. 
> (sp) sw] ges, 
°(sp)(res) = residual dampıng ratio of the 


2 “(cm)” (sp) [A;M] stable platform servo drıve loop 
due to motor damping and viscous 
friction acting on the controlled 


member. 


шыі . 

> (sp) М;А) S (sp) Im 
А M (sp) Ам 
(sp)[A;A (sp) [asm] 


S : 
| (5р) eu 
(sp) БАЈ (вр) [A;M] 


Equation Summary 2. 


Performance equation for a case-damped direct-drive 
single-axis stable platform employing a single-degree-of-freedom 


integrating gyro. 
See Fig. 3 for a functional diagram of the system. 


From equation summary 1 (a), equation A-1-3) 


є 


| 
Қашу? + S(sp1LA:Mjtres, Рр" Зар AMI? 1- (em) 


= Мал (em) * (sp) [A-m (res)? "П-(сајј“ US 
(A-2-1) 
From Fig. 3 the damping signal = е (в) 
= (t) ў ІЗ (sp) РА (га). (ста) Y 
- ІНІ р ШЕСІ) А-а) (А-2 -2) 


е) = outpul voltage of the tachometer 


Släsel (sp) 


П 


angular velocity input-voltage output 
sensitivity of the stable platform drive loop 


tachometer. 


A (ста)-(са) = angular displacement of the case to which 


— — — CASE DAMPED DIRECT-DRIVE SINGLE-AXIS STABLE PLATFORM—- 


' M cintfr)(em) 












πο ΕΕ ΕΡΕ ΕΕ ΦΕΡΕΙ 





| че 
| # | 
| : TACHOMETER | 
| E | 
————— ————————————————— aMMMMl TE о A —É—Á -- 
"A [1;(ca)] 
e = output voltage of the tachometer 


(t) 


A [ea)- temi]? [t- tem] “АП. (са! = angular velocity of the control member relative to the case on which 
the torque motor and the tachometer are mounted 


Fig. A-3 Functional diagram of a case-damped direct-drive 
single-axis stable platform 
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> (sp) [Ам] 
Г аа 


“(вру ) (спа) 
a бө lä;mlires) 
(sp\(res) 2 
Lem) (sp) [a:M] 
1 5 sp) АМ 
б = .— 


(sp) ` [em δ ορ) [Α:ΜῚ 


Equation Summary 3* 


Performance equations for a lead- modifier damped direct- 
drive single-axis stable platform employing a single-degree - of - 
freedom integrating gyro. See Fig. 5 for functional diagrams of 


the system. 


in out 


Fig. A-4 Typical lead modifier circuit 


*Equation summary is taken from Ref, (4) and adapted to the 
stable platform. 
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е '. ο 
out la. “la | 
аа. [Раз Ва ЗА зма? ο. 
1n ] T Tid p 
Ro 
Sıı #5 — = = lead modifier sensitivity 
ld R4 t Ro Vig 
ld R4 + Ro 
R, + R, 
Vig - Fer ee lead modifier characteristic time ratio 
2 


Referring back to equation summary 1 (a) equation2 it 1s noted 
that the lead modifier network in the system, Fig. 5, modifies the 


ensitivity assigned to the drive power control system, 


(dpes) [e;i] (sp) 


S 
S as follows: 


] + ула Тја Р 
PF] apes) {esi] (spy(em) ° "YT po " (dpes) (e;i](sp) (А-3-2) 


= [Pr] ld ? (dpes)fe;i] (sp) 


voltage input-current output performance 
function of the stable platform servo drive 


system with lead modification. 


В СЫ ` E m i = о _ E f 
Substitution of (A-3-2) for S dpcs)[e;i] (s p) in equation (A-3-2) o 
equation summary 1 (8) and reducing the result to the form of 
equation (A-3-3) of equation summary 1 (a) 


ја 5 * 73a 71a P 


2 
(ста) Ма У (вр)[А;М] (res) ρα | tTiq р а (о)ЈА; МЈ сто) 
ñ M intfr)(cm) ш 5(sp)[A;M| (res) P Alt-(ca)| 


περα 


Wo s ZEE (әруз; мак) (А -3-3) 


o9 


LEAD MODIFIER DAMPED νο. ἩΠ 
| SINGLE-AXIS STABLE PLATFORM 


| 
Af1- 
Le Pr 





| a ο ο ας и оно НИ 
a ΠΛ r. 
1A [1-(co)] 
i 
(dpe s)(1m) = lead modified drive power control system 
1 (dpes)(1m) = output current of lead modified drive power control system 


Fig. A-5 Functional diagram of a lead modifier damped direct-drive 


single-axis stable platform 
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the tachometer stator 1s attached relative to 
the angular position of the controlled 


member. 


The voltage e,,, creates a torque on the controlled member 


(t) 
γα; 5 ο ο A Α 
(d)(sp) À;e]ts) (dpes) [e;i](sp) (tm) [iM (sp) [(cm)-(ca)| 


Sep [un] Іст) ` Ареа (А-2-3) 


М = damping torque at the controlled member 
(d)(sp) Gc c 


provided by the tachometer. 


St) геј (sp) " tdpes) [e;1] (sp) Ў (та) ism] (sp) = 3 (ер) Ам] апршаг 
velocity input-torque output sensitivity of the 


Stable platform servo drive loop. 


Including the damping torque in equation (A-2-1) results in 


I (em) p+ СЕТ) 5 рр Ам es) * (sp) |ым ^ [r- cem) i 


M üntfr (cm) * зру Ас] S(sp)|A;m] (res) p 








S sp) [uM] Қаз (A-2-4) 
Writing equation (A-2-4) in parametric form 
ο || δρ), 26 sp)(res) B | 
й бр) "ар poe 
> (sp)[M; A] (inttr) (em) eia T ES p ШЕСІ 
(А-2-5) 


З(вр}[:;А] (к) 


el 


а) Parametric form of performance equation for a lead- 


modifier damped direct-drive single-axis stable platform. 





2 
p^ > (sp)(res) lud: Via T1q p\ | 
—  - AS er р | n [I-(cm)| | 
w sp) Id, 
(Sp) 


S(ps) [m;a] “(intfr)(cm) * "(spy[A;A]tres) P ^[r- (ca)] 


l+v төлер 
a += "(ps )[i;A] “ёк 
De лар Це 
(A- 3-4) 
Equation (A-3-4( may be rewritten as 
2L 
“ја "ja P Í p^ A (sp) (res) o 
| t Via T1q Р м Ў е ор | 
(Sp) 
2 s 
Vig f / р > (sp)(res) la 
+ РГ 4 + 
| Via T1g p ω 7 dud | (ст) 
(5р) 
ај Eu 
DEO 0 0 ма M,. 
ld | tvig тар (sp)[M;A] (intfr)(cm) 
er ШЕ 
Έντι η---------5,...[ Α j 
ld T*v TP (зру АСА) (res) P ^ [r-(ca)] 
+ 5 i A-3-5 
(вр) [БА] (tk) ( | 
Replacing the operator p with J We 
SEU EV “a Ла па? “ў = 
"ud Ttva 71je, ltv Tu IT ua Tia Tur o 
тат ld " 1d ld "1a Jf 


For small values of the forcing frequency, (A-3-6) is equal to 
NE and as the forcing frequency gets large (A-3-6) approaches 


unity. 
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Using this characteristic of (A-3-6) the approximate 


performance equation for low forcing frequencies is 


2 26 р 

р sp)(res = 

Z Cuz =. ΚΞ ya y СИ 
"(SP) a 





Ya Psp) [М;А] Pünttr)(cm) * "1a (sp) [А;А] „ү. ^ [I- (ea]] 


- 8 (A-3-7) 


NT 
(sp) [uA] (tk) 
For intermediate frequencies the approximation is 


2 20 (sp) (res) 


E дв ү 4 ES — +—— —4 1|A 
ω ὁ ў П (а та 9 "1d "n [-(ега)] 
(зр) Pi ^ (s p) "E 





(sp)(res) o 
n 


1 


= (1+ та» (Ρ8)Μ:Α] M (intfr)(cm) 


1 
"ОТ ла ВбрјА,А) сег РА (-сај 


t P (sp) [isa] | tk) (A- 3-8) 


For high frequencies the approximation is 








р р 
oue 2° (sp)(res) u | = [1-(cm)] 
sp 


* P(sp) [M; a] M üntfr)(em) > (sp) АА] 55 [(1- (ca)] 


+ S (sp) ЕЛ tk) (Απο ο] 


Derivation Summary 1 


The performance equation for space-damped direct-drive 
single-axis stable platform. The damping signal is provided by a 
second-order closed loop servomechanism as shown functionally 


im Pig. б. 
The performance equation for the damping servomechanism 


15 


(аст) p” ^[r-(àem)] 


“баша мевзу. Б (dem)(ds) 


pA 


> (dt) Й (ca)- (dem) 


арна 


раја) «чар (ds е [(ca)-(dcm)| 


z nn fi; M] ee» C^ [r- cem)] (sp) 
(A-1-1) 


^fi- (Аста) ki [(ca)- (ст) ЕГЕ (ca)| 


= angular displacement of the damper controlled member 


with respect to an inertial space orientation. 


3 [(ca)- (dcm]| = angular displacement of the damper controlled 
member with respect to the case, i.e., the 


Stator case of the damper torque motor. 


> (at) _ = angular velocity input-voltage output of the 
[Ase cE dampıng servomechanism tachometer. 


(SECA (ст) (Sp) ` ео) [Ае] (сњ) (sp) ^g 


- correction signal voltage from the stable platform 


Servo drive loop. 
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ı Miniteltem) 


: 
тте (dpcs) (sp) EF 
tk) \apcs)(sp) - 
1 


[ae oes SPACE-DAMPED DIRECT-DRIVE SINGLE-AXIS STABLE PLATFORM — — — — 


I-(cm)] 


ry 
HA 






(ата) A (1-(со)| 


(dt) 
V inttr) dem) 
- 3 M P 
M М е 
(dtm) 11841881 
(dpcs)(ds) * р e emi SN A (ca) -(dcm)] 
Idpcs)(ds) 


(SgKC)A [ -(с m)] 


4088886881 е 100021108 


Ел mmm a cues H — ὄΣς, :- 


1^ [1-(ca)] А [(ca) ^(dcm)] 

е (459) 
(дрес) (5р) - stable platform drive power control system 
(dpcs)(ds) = damping servomechanism drive power control system 
(dtm) = damper torque motor 
(dcm) = damper controlled member 
(dt) = damper tachometer 
(ds g) = damper Signal generator 
(dta) = damper tachometer amplifier 


Fig. A-6 Functional diagram for a space-damped direct-drive 


single-axis stable platform 
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а) The performance equation for the damping-servo if the 
forcing frequency is low enough to consider the frequency depenent 
function of the damping-servo drive power control system equal 


to unity. Also considering I A Г-(саў as an interference 


(dcm 
input and arranging the coefficients as in equation summary Ца) 


2 


equation (А-1-3) 


/ 2 | \ 
\ (dem)? Ш CE. (res) ` Ses) a" rs ad J^ ca del 


2 
* M üntfr) (dcm) (85) (6; М] ФС) А] (ста) (вр) dcm)’ = П-(сај) (45) 











(А-ГЕ 
Writing equation (A-1-2) in parametric form gives 
2 2 
2 ° (ds)(res) е (45) 
p А ο σης ° 
πο puo | S ((ca)- (dcm) 
ω n n i 
n (ds) (ds) (ds) 
> (ds) M;A] М (пт аст)! 5 (азу(е :АКРЕКСТА II- (cm)! (sp) 
На 
“ (85) 
S : 
ds) e: M. 
9 (ds)[e;A] = ем - voltage input-angle output sensitivity of 
> (ds) [A ; M] the damping servo loop. 
b) lhe damper-tachometer-amplifier output voltage is used 


as a damping signal for the stable platform servo drive loop. The 
functions that make up the damper-tachometer-amplifier output 


voltage may be arranged as follows 


* (dta) ^ "(dta)(e;e)(ds) € (at) (А-1-4) 


с = voltage input-voltage output sensitivity of 
(dta)[e;e)(ds) | ка 
the damper-tachometer-amplifier. 
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“ (аға) i " (dta)fe;e](ds) Sat) (А;е] (ds) δις (са)-(ст)) (А-1-5) 


Solving A from equation (A-1-2) and substituting in 


((ca)- (cm)]) 
equation (A-1-5) 


" (dta)[e;e)(ds)" (dt) (À e] (а=)? M Gntfr)(dcm) 


2 oe 
+ 5(а5) (2; 9 C)^ g- (emy(sp) l(acm) P. ^ (t- (ca) (as) 


"(dta) - 


2 
Паста)? *"(ds) &;M](res) * P (ds) (&; M]P * "(as) (A: M] 
(A-1-6) 


The residual damping torque present in the damping servo 
is useful and makes no contribution to the static errors. It will be 
included in the tachometer feedback damping torque, 


S ds) А.м)? А ((ca)- (cmj] ' in the following equations. 


If the inertia of the damper controlled member is extremely 
small and the gain of the damping servo loop is high,then even if 
the angular acceleration of the case relative to inertial space is 


large -I А (1- (са) (85) may be ignored as a second order 


(dcm) : 
torque. This term will not be included in the following equations. 


The interferenece torque acting on the damper control 


member, M can be negligible if there is no load acting 


(intfr)(dem)’ 
on the controlled member except the friction of the damper signal 


generator which can be made quite small. 


Dropping the interference inputs from equation (A-1-6) and 


including 5 (85) ГА: М) (res) in the term 5 (ds) (A; M 


а (e;e] (ds) (dt) [À ;e)(ds) (ds) ваем (1- (cm) (sp) 
ο Ι.Ν. κ 


(аст)? 7 (аз (A; MP * (as) B; M] 


(A-1-7) 


: - s locit t-torqi 
Satylä:e 5 as y[e; M] 5(ав)[А;м) angular velocity input-torque 
output sensitivity of the damping 


servo loop 


BECIA T- (cm)] (sp) 5 S Ggu)|A;e] *[1- (cm)| (sp) 


dta) 2 en) 
аста)? * P(asy[A, M]? * as) [AM] 


í 


Or writing equation (A-1-8) in parametric form 


? (dta)[e;e] (asy (as) [A:A|" (gu) [Ae] A T- (cm) |(sp) 
EN ee oC GSE 
р. (ds) 
2 W 
ω 
" (ds) 


Del 
" (ds) 


C) The performace equation of the direct-drive single-axis 


stable platform with space-damping. 


The damper-tachometer-amplifier output voltage used as 
a damping signal for the stable platform servo drive loop puts a 


damping torque, Ма) , on the controlled member. 


M = Š 


(a) “ "(ерје;Мј; (ека) (A-1-10) 


" (spe; M] ° (dpcs)[e;i](sp) ? (tmy[i: M] (sp) = voltage input-torque 


output of the stable platform 


servo drive. 


Substituting equation (A-1-8) for e in equation (A-1-10) 


(eta) 


Setting 1 = 0 for the present, 


(tk) 


_ ° (apcs)[e;i](sp) (tm) [iM] (s pP)” (dta)fe:e] (4545) Ја; м] Хаи [АгејР В стае) 
ЕЕ 22520-24: 77: 

(dcm) P. * (ав)А;м|Р t as) [a;m] 
(END 
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S | S cm pos = Š = angle 
(dpcs)[e;i](sp) (tm)[i;M (sp) ” (igu) А:е] (sp) [A;M] š 
input-torque output sensitivity of the 


stable platform servo drive loop. 


The damping torque is put into equation (A-1-3) of equation 


summary l(a). 


(dta)[e;e](ds) (ds) |À; MP (sp) [A; M] 


і 2 
il, p^ [S . т 
P (sp) |A;M| (res) ne T 5(ав)[А; м]? Зва 


"(s ара) Afi- (em)|" M intfr)(cm) 





+ 5 (вр)[А;М] (res) p ШЕСІ (А-1-12) 
Putting equation (A-1-12) in parametric form 
2 25 (sp)(res) - 
2 „| ѓереез) cn Y 
y + + —— —___ БМ 
n "(s ρα k : (ds) , | [1- (ста) 
(Sp) P ω σα = 


“(ds)  “(ds) 


> (sp) м; А“ (intfr)(cm) + рд сез) Р ^[1- (ca]] (A-1-13) 


5 -Рбр)ј;м) (A-1-14) 


n 
РА em, 


n > (sp) [A;M|(res) 


а = 
(sp)(res) 2 
J (em)? (sp) [Asm] 


(А-1-15) 


(А-1-16) 
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Sala elias) 
{ΠΝ ΟΠ 


For o sufficiently large relative to p 
(45) 


y? ¿5 (ds) 
2 Bs 


n 
" (ds) 


ΠΤΙ (A-1-17) 








" (ds) 


equation (A-1-13) is now non dimensionalized by letting 








р "3 p 
" (Sb) 
ω 
апа β _ " (ds ) 
(ds) o 
(sp) 
= 2L (sp) | ÓN | 
p t 20 (sp)(res) + ір? : 2b as P | р + ΟΝ 
2 4 
Ва) (48) 


К sp) [M; A] ^ Gnttr) (cm) (sp) [A;alires) Yn.) 5 АП-(са]] (А-1-18) 


? (dta) [e;e] (ds) У а [А ;еј(аѕ) 
қашайық EA 


(А -1-18а) 
(dsg) [ase] (ds) 


ΚΙ; 
(sp) 2 ο 


If i is not zero then the right side of equation (A-1-14) is 


(tk 
> (sp]M: A] М пт (cm)? (sp) Асаевіч. 'р Afi- (ca) 


“нау е] (аз) (а) А:АЈ(әр)р: А] у tk) 


+S ei + 
(еру БА] к) E ‚ua m 
peo. ds 
as) (5 (A-1-19) 


Equation Summary 4 


Performance equation solved by analog computer to obtain 


predicted results. See Fig. 7. 


Performance equation of the second-order system to be 


damped written in parametric form 


2 
u EM A -4-1 
о? NL Am) А) ( 
(sp) 


Performance equaton of the second order system used to 


provide a damping signal for equation (A -4 -1) 








а? 26 (ds) 
o 2 + m tl Аасп) = (С) Аст) (А- 4- 2) 
n (ds) (ds) 
(C) Mem) - correction signal of equation (A- 4-1) 


Taking the derivation of both sides of equation (A- 4-2) and 


rearranging it 
" p (C) À 
P = | 
(dem) 2 2t 
EN. + _ Ads) + 1 
W W 
(ds) (ds) 


> (A-4-3) 


If p ДЕ 15 picked off the solution for the damping system 
aud fed to the input of the second order system, equation (A-4-1), 


through an amplifier, the performance equation that results is 


2 S 
p e Se νο ч | = л 
oe t 5 2t P + 1 ρα ( ) 
" (sp) == al LES а! 
n (ds) P (ds) 
o pA, 
А, + -a Ча 5 
ω 
Ras} Nds) 


ee e SA ali — 
=] 
T 


— —— — - SECOND- ORDER SYSTEM TO BE DAMPED (ps) -———4 


| 
| 
| 
| 
| 
| 
| 
| 











1 = integrator 
E = potentiometer 
у ~ summing amplifier 
— 
A = amplifier 
τ᾿ A din m dout 
Sa 
P = P (ioc) 
э ᾱ 5 Sp 9 
..... 
= В £ q 
ο... - 5 5,. ou ДЕ sensitivity of identified component 
Pi (ioc) Gin 
Sp _45*25p Bids) 
6 1 Sp SA 
t К 7 4 
и mU > 
a — 9 | 


Fig. A-7 Analog computer diagram of the system employed 
to obtain the predicted results 
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or nondimensionalizing by setting 





(A- 4-5) 





Equation Summary 5 


Approximate performance equation for Instrumentation 
Laboratory direct-drive single-axis stable platform with space 
damping by a high speed second-order servomechanism,. Fig. A-8 


is a functional diagram of the system. 


Assumptions: 1. Motor damping and viscous friction of 
both the stable-platform and the damping 


servo are small and may be neglected. 


2. Interference inputs to the damping servo 


are small and may be neglected. 


3. The frequency functions associated with 
all electronic components are equal to 
unity for the forcing frequencies 


anticipated. 
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шлодет4 әгав)е віхе-әТйилв әлілр-јәәлір рәйшер-әәеӣѕ ay} јо штелдетр гецоцэцпя ϱ- "814 











γε кәс тыс INSINVHO3NOAMH3S 9NIdNVO шығы тес | 
| (WIP) (4}3U!) ја (41) | 
| ! | 
| [twop)-(09)] , ' | 
| : | - | 
(dip) КУЯ (шір) i (Op) (25р) | 
aaa puja 
(4p) τοι 
| (dip) У ω А (fe “. | 
| (шір); 
(04р) | 
πο τι] οι) 
1 = —— ΣΣ, айй MA ee асы, нн | (6), [wa-r] ibs) 
(шә) (диш!) ! [t09)-1] y 4 (оір); 
— UA CT = c c I ee Tee ваа ME Жү ан аны йак e E sa EN Ер насто 
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Then follow the same procedure used to obtain equation (A-1-12) 
of derivation summary 1 (c), the performance equation of the 


system 15 


2 > (sc) Ea (вр) (dta) le: e| (ds) (dtdm) [ese] (45) (ds) [A.M] (sp) [A;M] 
7 A таа / 
(dcm) p (ds) Ам) P (ds) [A:M] 


" бар) јА;м)Ај-сскј " Мапцецет)“ Збор i: M] tg 


(A-5-1) 


š Sc) fe: (ep) (ata) Hz (ds)" (dtdm) [e ;el (ds (ds) A, M]*(sofi; M] Pie) 


$ 
Маст)? * P(as) A; M] P * Pas) [a; Mj 
Terms not defined in Fig. A-8 are 


© ° = S S S f S | ΕΠ 
(ds) A; M] ^ " (at) Á; d " (asc) e:d ^ (aa) p d P (ato) [Mj ° angular 
velocity input-torque output sensitivity 


of the damping servo 


> (as) [A;M]” е (аза) Аа "(dsc)fe;d (да) [e,1] S (atm) (im Angular 


displacement input-torque output 
sensitivity of the damping servo 

5 = (S . 5 5 
(sp) [A:m}~ © (igu) [A;€] pa) te: (ат) е; (5с) е) х 


(Sirm) га а јаде ај S fh: Mp = angular displacement 


input-torque output sensitivity of the 


stable platform 


The left side of equation (A-5-1) written in parametric form 15 
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A PPENDIX B 


DESCRIPTION OF EQUIPMENT 


Refer to Fig. A-8, B-1, B-2 and B-12 for the arrangement 
of the components in the stzble platform and the damping servo- 


mechanism. 
A 20 IG, Шы integrating gyro unit was used in the test, 


The preamplifier, demodulator, remodulator, amplifier 
and necessary excitation sources were built up by the Instrumen- 
tation Laboratory personnel and installed in a test console , M.I. T. 


Laboratory No. 7202, picture; in Fig. B-1. 


No frequency responses were run on the components in the 
console, The preamplifier-demodulator combination and the 
signal comparator-remodulator-amplifier combination were 
checked for linearity of static sensitivity. The static sensitivity 


curves appear in Fig. B-4 and B-5, 


The torque motor was built to specifications of the Instru- 
mentation Laboratory by the Inland Motor Corporation and 
designated the MT 5.1-104 motor. It is a two-phase, 400 cps, 
induction motor. The standstill characteristics of the motor are 
in Fig. B-6. 


The microsyn signal generator voltage proportional to the 
angular position of the controlled member, was recorded as the 
output, The voltage output of the microsyn was linear with 
input angle for the angular range used in the tests (+ 59). Fig. 
В-7. 


The damping servomechanism was constructed from spare 
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parts available at the laboratory. The damping servo system was 
entirely 400 cps alternating current:., All 400 cps power was 
generated from a single oscillator in the console. However, it 
was necessary to carefully phase the carrier of the damper signal 
generator excitation voltage with the carrier of the correction 
signal voltage in order to insure proper summing in the damper 
signal comparator, The damper tachometer output was fortunately 


properly phased. 


An isolation transformer and a phase shifter (#1) were 
installed between the damper signal comparator and the damper 
torque motor drive amplifier. The phase of the carrier of the 
signal comparator output voltage was shifted to ninety degrees 
with respect to the carrier of the damper torque motor excitation 


voltage. 


Two-stage amplification was performed by a high fidelity, 
Fisher preamplifier, Model 50c and matching 50 watt, power 
amplifier, model 50A, The maximum output impedance of 16 ohms 


required the use of an impedance matching transformer, 


The damper torque motor and the damper tachometer were 
contained in one unit, a Kearfott Motor-Generator, R-8001A-A 
with a stall torque of 1. 4 oz, in. The only loads on the motor were 


the damper tachometer and the damper signal generator, 


The damper signal generator was an Electro Mech, Corp., 
one-turn, ultra low torque potentiometer, 9CJ-10-250. This 
potentiometer was not center-tapped. A reference ground was 
provided in the center of the winding of the potentiometer by 
exciting the potentiometer through a transformer with the center 


tap of the secondary winding grounded as shown in Fig. B-1ll, 


Undamped natural frequencies up to fifty cycles per sec 
were obtained in the damping servomechanism, It was estimated 
that with better design this frequency could be doubled. Only one- 
third of the rated current of the control windings of the torque 


motor was used to obtain fifty cycles per second, 


The zero frequency characterisitcs of the damping servo 
System are given in Fig. B-8, B-9, and B-10. The damper 
tachometer potentiometer sensitivity was set at , 0022 volts (rms) 


(S (ata) = . 0022 volt / (degree) . The damper tachometer 
[A;e] (ds) 
sensitivity was taken from the Kearfott Components Manual, 1954, 


as S - 0.0296 volts (rms) rad/sec. 


(dta) [A ;e] 
The damping servomechanism was constructed by the 
authors. Optimum configuration and performance were not 


achieved, 


Determination of the Moment of Inertia of the Controlled Member 
of the Stable Platform 





The moment of inertia of the controlled member was 
determined experimentally in the following manner. The inertia 
measured included the gyro table, spindle, andtorque motor 
rotor assembly, the integrating gyro and its mounting and 


associated equipment mounted on top of the table. 


From the equation: 


А Қату С Асау” к Ает)" Ма (В-1) 
k 
I = — (B-2 
ω 2 | 
n 


The o. of the table was determined by recording the transient 
response of the table with springs mounted on it in such a way to 
provide an elastic restraint. The damping ratio was determined 
from the peak to peak ratio curves Fig. 19-4,Vol I1, Instrument 


Engineering, Draper, McKay,and Lees. 


К = (В-3) 


The elastic coefficient of the springs was measured by 
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Fig. B-11 Damper Signal Generator and Excitation Transformer 
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hanging a mass at the end of a wire with low friction pulley such 
that a torque was put on the table causing an angular displacement 
from the zero position. A series of points were plotted and the 


spring constant , k, was determined from the curve. 


From equation (B-2) and (B-3) above and the measured values of 


spring constant and We was computed. 


(ст) 
k = 94x 10° gm бп ο. 
ор= 20. 9 rad/sec 


S (res)= .045 (computed) 


Е 9 2 
Қаш)” 213 x 10 gm-cm 
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